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Insulated Crimp Terminals

Insulation Material - Vinyl (PVC)
Insulation Color - Red

Terminal Material - Copper
Terminal Thickness - 0.8mm
Temperature rating - 75°C max.
Wire Range - 22-16 A.W.G / 0.5-1.5mm?

RV052455 2.4 mm 5.5mm
RV053255 3.2mm 5.5mm
RV053755 3.7 mm 5.5mm
RV053766 3.7 mm 6.6 mm
RV053780 3.7 mm 8 mm
RV054366 4.3 mm 6.6 mm
RV054380 4.3 mm 8 mm
RV055380 5.3 mm 8 mm
RV055312 5.3 mm 11.6 mm
RV056412 6.4 mm 11.6 mm
RV058412 8.4 mm 11.6 mm
RV051014 10 mm 14 mm
RV051319 13 mm 19 mm
RV051327 13 mm 27 mm
RV051727 17 mm 27 mm
RV052127 21 mm 27 mm
Vinyl Insulated

Ring Terminal

Insulation Material - Vinyl (PVC)

Insulation Color - Blue

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 75°C max.

Wire Range - 16-14 A\W.G / 1.5-2.5mm?

RV152455 2.4 mm 5.5mm
RV153266 3.2mm 6.6 mm
RV153766 3.7mm 6.6 mm
RV153780 3.7 mm 8 mm
RV154366 4.3 mm 6.6 mm
RV154380 4.3 mm 8 mm
RV155380 5.3 mm 8 mm
RV155395 5.3 mm 9.5mm
RV156412 6.4 mm 11.6 mm
RV158412 8.4 mm 11.6 mm
RV151014 10 mm 14 mm
RV151119 10 mm 19.2 mm
RV151319 13 mm 19.2 mm
RV151527 15 mm 27 mm
RV151727 17 mm 27 mm
RV152127 21 mm 27 mm

Vinyl Insulated

Ring Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Black

Terminal Material - Copper

Terminal Thickness - 1.0mm
Temperature rating - 75°C max.

Wire Range - 14-12 A.W.G / 2.5-4.0mm?

5mm
5mm
5mm
6.3 mm
7 mm
6.3 mm
7 mm
7 mm
11 mm
11 mm
11 mm
14.5 mm
16 mm
21 mm
21 mm
21 mm

4.8 mm
6.3 mm
6.3 mm
7 mm
6.3 mm
7 mm
7 mm
7.3 mm
11 mm
11 mm
14.5 mm
16 mm
16 mm
21 mm
21 mm
21 mm

| Insulation Material - Vinyl (PVC)
' | Insulation Color - Yellow

Vinyl Insulated

Ring Terminal

Terminal Material - Copper

Terminal Thickness - 1.0mm
Temperature rating - 75°C max.

Wire Range - 12-10 A.W.G / 4.0-6.0mm?

RV403272 3.2mm 7.2mm 6.1 mm 22.7mm
RV403772 3.7 mm 7.2mm 6.1 mm 22.7 mm
RV404372 4.3 mm 7.2mm 6.1 mm 22.7mm
RV404395 4.3 mm 9.5 mm 8.3 mm 25.8 mm
RV405395 5.3 mm 9.5mm 8.3 mm 25.8 mm
RV406412 6.4 mm 12 mm 10.5 mm 29 mm
RV408415 8.4 mm 15 mm 13.5mm 34.2mm
RV401015 10 mm 15 mm 13.5mm 34.2 mm
RV401019 10 mm 19 mm 16 mm 38.5mm
RV401319 13 mm 19 mm 16 mm 38.5mm
RV401532 15 mm 32 mm 25.2mm 54.2 mm
RV401732 17 mm 32 mm 25.2 mm 54.2 mm
RV402132 21 mm 32mm 25.2 mm 54.2 mm
Vinyl Insulated

Fork Terminal

Insulation Material - Vinyl (PVC)

Insulation Color - Red '

Terminal Material - Copper \

Terminal Thickness - 0.8mm /\

Temperature rating - 75°C max. 4

Wire Range - 22-16 A.W.G/0.5-1.5mm?

FV053257 3.2mm 5.7 mm 6.5 mm 19.4 mm
FV053757 3.7mm 5.7mm 6.5 mm 19.4 mm
FV053764 3.7 mm 6.4 mm 6.5 mm 19.7 mm
FV054364 4.3 mm 6.4 mm 6.5 mm 19.7 mm
FV054372 4.3 mm 7.2 mm 6.5 mm 20 mm
FV055395 5.3 mm 9.5 mm 6.5 mm 17.3 mm
FV056495 6.4 mm 9.5 mm 6.5 mm 17.3 mm
FV056411 6.4 mm 11 mm 11 mm 26.5mm
Vinyl Insulated

Fork Terminal

Insulation Material - Vinyl (PVC)

Insulation Color - Blue 4

Terminal Material - Copper /

Terminal Thickness - 0.8mm \/‘(\/

Temperature rating - 75°C max. A
Wire Range - 16-14 AAW.G / 1.5-2.5mm?

FV153260 3.2mm 6 mm 6.5 mm 19.5 mm
FV153760 3.7mm 6 mm 6.5 mm 19.5 mm
FV153764 3.7mm 6.4 mm 6.5 mm 19.7 mm
FV153772 3.7mm 7.2 mm 6.5 mm 20.1 mm
FV154364 4.3 mm 6.4 mm 6.5 mm 19.7 mm
FV154372 4.3 mm 7.2mm 6.5 mm 20.1 mm
FV154380 4.3 mm 8 mm 6.5 mm 20.5mm
FV155380 5.3 mm 8 mm 6.5 mm 20.5 mm
FV155395 5.3 mm 9.5 mm 6.5 mm 21.3 mm
FV156495 6.4 mm 9.5 mm 6.5 mm 21.3 mm
FV156411 6.4 mm 11 mm 11 mm 26.5mm

Vinyl Insulated

Fork Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Black
Terminal Material - Copper

RV254380 4.3 mm 8 mm 7.7 mm 24.5mm | Terminal Thickness - 1.0mm

RV255380 5.3 mm 8 mm 7.7 mm 24.5 mm | Temperature rating - 75°C max.

RV255395 5.3 mm 9.5 mm 8.3mm 25.5mm | WireRange -14-12A.W.G/2.5-4.0mm*

RV255312 5.3 mm 12 mm 7.7 mm 27.9 mm

RV256412 6.4 mm 12 mm 7.7 mm 27.9mm | FV253780 3.7 mm 8 mm 7 mm 24.8 mm

RV258415 8.4 mm 15 mm 13.5mm 32 mm FV254380 4.3 mm 8 mm 7 mm 24.8 mm

RV251015 10 mm 15 mm 13.5mm 32 mm FV255380 5.3 mm 8 mm 7 mm 24.8 mm
FV256412 6.4 mm 12 mm 9.1 mm 28 mm
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Insulated Crimp Terminals

Vinyl Insulated
Fork Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Yellow
Terminal Material - Copper
Terminal Thickness - 1.0mm
Temperature rating - 75°C max.
Wire Range - 12-10 A.W.G / 4.0-6.0mm?

FV403258 3.2mm 5.8 mm
FV403764 3.7 mm 6.4 mm
FV404372 4.3 mm 7.2 mm
FV405395 5.3 mm 9.5 mm
FV406495 6.4 mm 9.5 mm
FV406412 6.4 mm 12 mm
FV408414 8.4 mm 14 mm
FV401018 10 mm 18 mm

7mm
7.5mm
7.5mm
8 mm

8 mm
12 mm
14.5 mm
14.5 mm

23.4 mm
24.2 mm
24.2 mm
26.3 mm
26.3 mm
31.5mm
34.5mm
37 mm

Stud Range
3.7-5.3mm

Vinyl Insulated

Blade Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Yellow

Terminal Material - Copper

Terminal Thickness - 0.5mm
Temperature rating - 75°C max.

Wire Range - 26-22 A.W.G/ 0.2-0.5mm?

4

1.5

—&

8

16mm
mm

th;f

52.2]

BV021580
Vinyl Insulated
Blade Terminal
Insulation Material - Vinyl (PVC)
Insulation Color - Red
Terminal Material - Copper
Terminal Thickness - 0.8mm
Temperature rating - 75°C max.
Wire Range - 22-16 A.W.G/0.5-1.5mm?
BV052018 2mm 18 mm 10 mm 28 mm
BV052310 2.3 mm 10 mm 10 mm 20 mm
BV052518 2.5mm 18 mm 10 mm 28 mm
BV053011 3 mm 11 mm 10 mm 22 mm
BV053014 3mm 14 mm 10 mm 24 mm

Vinyl Insulated

Blade Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Blue

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 75°C max.

Wire Range - 16-14 A.W.G / 1.5-2.5mm?

BV152018 2 mm 18 mm
BV152410 2.4 mm 10 mm
BV152414 2.4 mm 14 mm
BV152418 2.4 mm 18 mm
BV152810 2.8 mm 10 mm
BV152818 2.8 mm 18 mm
BV153013 3mm 13 mm
BV153018 3 mm 18 mm

Vinyl Insulated

Blade Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Yellow

Terminal Material - Copper

Terminal Thickness - 1.0mm
Temperature rating - 75°C max.

Wire Range - 12-10 A.W.G / 4.0-6.0mm?

11 mm
11 mm
11 mm
11 mm
11 mm
11 mm
11 mm
11 mm

MRV1

LU

Vinyl Insulated

Flange Terminal 1 ]

Insulation Material - Vinyl (PVC)

Insulation Color - Red

Terminal Material - Copper

Terminal Thickness - 0.8mm

Temperature rating - 75°C max.

Wire Range - 22-16 A.W.G / 0.5-1.5mm?

FSV053275 3.2mm 7.5mm 5.1 mm 19 mm
FSV053264 3.2mm 6.4 mm 5.1 mm 19 mm
FSV053764 3.7mm 6.4 mm 5.1 mm 19 mm
FSV053775 3.7mm 7.5mm 5.1 mm 19 mm
FSV053785 3.7mm 8.5 mm 7.2mm 24.5mm
FSV054375 4.3 mm 7.5 mm 5.1 mm 19 mm
FSV054385 4.3 mm 8.5 mm 7.2mm 24.5mm
FSV055375 5.3 mm 7.5mm 5.1 mm 19 mm
FSV055385 5.3 mm 8.5 mm 7.2mm 24.5 mm
Vinyl Insulated

Flange Terminal )

Insulation Material - Vinyl (PVC)

Insulation Color - Blue
Terminal Material - Copper
Terminal Thickness - 0.8mm
Temperature rating - 75°C max.
Wire Range - 16-14 A.W.G / 1.5-2.5mm?

FSV153775 3.7mm 7.5mm 5.2mm 19.5 mm
FSV153785 3.7 mm 8.5 mm 7.2mm 23 mm
FSV154375 4.3 mm 7.5mm 5.2mm 19.5 mm
FSV154380 4.3 mm 8 mm 6.8 mm 23.5mm
FSV154385 4.3 mm 8.5 mm 7.2mm 23 mm
FSV155375 5.3 mm 7.5 mm 5.2mm 19.5 mm
FSV155385 5.3 mm 8.5 mm 7.2mm 23 mm

Vinyl Insulated

Flange Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Yellow

Terminal Material - Copper

Terminal Thickness - 1.0mm
Temperature rating - 75°C max.

Wire Range - 12-10 A.W.G / 4.0-6.0mm?

FSV403285 3.2mm 8.5 mm 7.5mm 25.5mm
FSV403776 3.7 mm 7.6 mm 6.2 mm 25.5mm
BV402018 2mm 18 mm 13 mm 30.5mm | Fsv403785 3.7mm 8.5 mm 7.5mm 27 mm
BV402810 2.8mm 10 mm 13 mm 22.5mm | FSV404376 4.3 mm 7.6 mm 6.2 mm 25.5 mm
BV404014 4mm 14 mm 13 mm 26.5mm | FSV404385 4.3 mm 8.5mm 7.5mm 27 mm
BV404513 4.5mm 13 mm 13 mm 25.5mm | FSV405376 5.3 mm 7.6 mm 6.2 mm 25.5 mm
BV404518 4.5mm 18 mm 13 mm 30.5mm | FSV405385 5.3mm 8.5 mm 7.5mm 27 mm
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Insulated Crimp Terminals

Vinyl Insulated
Lipped Blade Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Red

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 75°C max.

Wire Range - 22-16 A.W.G / 0.5-1.5mm?

LBV053017 3mm 17.2 mm 10 mm
LBV054617 4.6 mm 17.2 mm 10 mm
Vinyl Insulated 21

Lipped Blade Terminal

N

Insulation Material - Vinyl (PVC)
Insulation Color - Blue

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 75°C max.

Wire Range - 16-14 A.W.G / 1.5-2.5mm?

LBV153017
LBV154617

17.2mm
17.2 mm

11 mm
11 mm

3mm
4.6 mm

Vinyl Insulated

Lipped Blade Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Yellow

Terminal Material - Copper

Terminal Thickness - 1.0mm
Temperature rating - 75°C max.

Wire Range - 12-10 A.W.G / 4.0-6.0mm?*

LBV403017
LBV404617

17.2mm
17.2 mm

13 mm
13 mm

3mm
4.6 mm

Vinyl Insulated

PIN Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Red
Terminal Material - Copper

Terminal Thickness - 0.8mm .
Temperature rating - 75°C max.

Wire Range - 22-16 A.W.G / 0.5-1.5mm? -
Partzno. W L1 L2 L
PV051909 1.9 mm 9mm

PV051910 1.9 mm 10 mm 10 mm 20 mm
PV051912 1.9 mm 12 mm 10 mm 22 mm
PV051913 1.9 mm 13 mm 10 mm 23 mm
PV051914 1.9 mm 14 mm 10 mm 24 mm
PV051916 1.9 mm 16 mm 10 mm 26 mm

Vinyl Insulated

PIN Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Blue

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 75°C max.

Wire Range - 16-14 A.W.G / 1.5-2.5mm?

PV151909 1.9 mm 9mm 11 mm
PV151910 1.9mm 10 mm 11 mm
PV151913 1.9 mm 13 mm 11 mm
PV151916 1.9 mm 16 mm 11 mm
Vinyl Insulated

PIN Terminal &
Insulation Material - Vinyl (PVC) ‘\
Insulation Color - Yellow X

Terminal Material - Copper h $
Terminal Thickness - 0.5mm

Temperature rating - 75°C max.

Wire Range-26-22A.W.GIO.2-0.5mmz PV021410

10mi

20 mm
21 mm
24 mm
27 mm

——_18mm
8mm-

Vinyl Insulated

PIN Terminal LN

Insulation Material - Vinyl (PVC)
Insulation Color - Yellow

Terminal Material - Copper

Terminal Thickness - 1.0mm
Temperature rating - 75°C max.

Wire Range - 12-10 A.W.G / 4.0-6.0mm?

PV402814

Hew,

Internal Tooth Lock
Washer Ring Terminal

Toothed Lock Ring Terminal

help achieve tight assemblies

by providing good bolt tension

which helps prevent components

from loosening under vibration or

corrosion.

Insulation Material - Vinyl (PVC)

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 75°C max.

TLV053795 3.7mm 4.0mm Red 22-16A.W.G/0.5-1.5mm?
TLV054395 4.3mm 4.0mm _ Red 22-16A.W.G/0.5-1.5mm?
TLV055195 5.1mm 4.0mm Red 22-16A.W.G/0.5-1.5mm?
TLV153795 3.7mm 4.5mm Blue 16-14A.W.G/1.5-2.5mm?
TLV154395 4.3mm 4.5mm Blue 16-14A.W.G/1.5-2.5mm?
TLV155195 51mm 4.5mm Blue 16-14A.W.G/1.5-2.5mm?

Vinyl Insulated

Hook Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Red

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 75°C max.

Wire Range - 22-16 A.W.G / 0.5-1.5mm?*

HV053780 3.7mm 8 mm 7mm 21 mm
HV054380 4.3 mm 8 mm 7 mm 21 mm
HV055380 5.3 mm 8 mm 7mm 21 mm
HV056412 6.4 mm 11.6 mm 11 mm 26.7 mm

Vinyl Insulated

Hook Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Blue

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 75°C max.

Wire Range - 16-14 A\W.G / 1.5-2.5mm?

HV153785 3.7 mm 8.5 mm 7.8 mm 22 mm
HV154385 4.3 mm 8.5 mm 7.8 mm 22 mm
HV155395 5.3 mm 9.5 mm 7.3 mm 22 mm
HV156412 6.4 mm 12 mm 11 mm 27.7 mm

\ALOARDELERL-T.

Hook Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Yellow

Terminal Material - Copper

Terminal Thickness - 1.0mm
Temperature rating - 75°C max.

Wire Range - 12-10 A.W.G / 4.0-6.0mm?

HV403772 3.7 mm 7.2mm 7.2mm 22.7 mm
HV404395 4.3 mm 9.5 mm 9.5 mm 25.8 mm
HV405395 5.3 mm 9.5 mm 9.5 mm 25.8 mm
HV406412 6.4 mm 12 mm 10.3 mm 29 mm

HV408415 8.4 mm 15 mm 13.5mm 34.2 mm
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Vinyl Insulated
Locking Terminal

Insulation Material - Vinyl (PVC)
Insulation Color - Red
Terminal Material - Copper

Insulated Crimp Terminals

Terminal Thickness - 0.8mm r\-'
Temperature rating - 75°C max.
Wire Range - 22-16 A.W.G /0.5-1.5mm? . .
Ring Terminal
LV053764 3.7mm 6.4 mm 6.5 mm 21 mm ) )
LV054372 43mm  7.2mm  65mm 21mm | nsuation Material- Nylon (PA)
LV054364 4.3 mm 6.4 mm 6.5 mm 21 mm Terminal Material - Copper
LV055381 5.3 mm 8.1 mm 6.5 mm 21 mm Terminal Thickness - 0.8mm
LV055395 5.3 mm 9.5mm 6.5 mm 21 mm Temperature rating - 75°C max.
Wire Range - 22-16 A.W.G / 0.5-1.5mm?
Vinyl Insulated
. . RN053255 3.2mm 5.5mm 5mm 18 mm
Locking Terminal RN053755 3.7mm 5.5mm 5mm 18 mm
. . ) RN053766 3.7 mm 6.6 mm 6.3 mm 20 mm
inauaton Material - Vinyl (PVC) RN053780 3.7mm 8 mm 7 mm 21.5mm
%i;?n;?l;\ﬂa?e?ira-l _ Cuoepper RN054366 4.3 mm 6.6 mm 6.3 mm 20 mm
Terminal Thickness - 0.8mm & RN054380 4.3 mm 8 mm 7 mm 21.5mm
Temperature rating - 75°C max. i RN055380 5.3 mm 8 mm 7 mm 21.5mm
Wire Range - 16-14 A.W.G / 1.5-2.5mm? - RN055312 5.3 mm 11.6 mm 11 mm 27.2 mm
RN056412 6.4 mm 11.6 mm 11 mm 27.2 mm
LV153760 3.7mm 6 mm 6.5mm RN058412 8.4 mm 11.6 mm 11 mm 27.2 mm
LV154372 4.3mm 7.2 mm 6.5 mm RNO051014 10 mm 14 mm 14.5mm 32mm
LV154381 4.3mm 8.1 mm 6.5 mm RN051320 13 mm 19 mm 16 mm 36.4 mm
LV155381 5.3mm 8.1 mm 6.5mm RN051527 15 mm 27 mm 21 mm 45.3 mm
LV155393 5.3mm 9.3 mm 6.5mm RN051727 17 mm 27 mm 21 mm 45.3 mm
RN052127 21 mm 27 mm 21 mm 45.3 mm
Vinyl Insulated
N 3:‘ s - Nylon Insulated
OCKINn ermina - o
9 Ring Terminal
Insulation Material - Vinyl (PVC)
Insulation Color - Yellow Insulation Material - Nylon (PA)
Terminal Material - Copper Insulation Color - Blue ks
Terminal Thickness - 1.0mm Terminal Material - Copper e
Temperature rating - 75°C max. Terminal Thickness - 0.8mm el
Wire Range - 12-10 A.W.G / 4.0-6.0mm? Temperature rating - 105°C max.
Wire Range - 16-14 AAW.G / 1.5-2.5mm?
LVvV403783 3.7 mm 8.3 mm 7 mm 25.2 mm
LV404383 4.3 mm 8.3 mm 7 mm 25.2 mm RN153266 3.2mm 6.6 mm 6.3 mm 20.6 mm
LV405309 5.3 mm 9mm 7 mm 25 2mm | RN153766 3.7mm 6.6 mm 6.3 mm 20.6 mm
LV406412 6.4 mm 12 mm 12 mm 31.5mm | RN153780 3.7mm 8 mm 7mm 22 mm
RN154366 4.3 mm 6.6 mm 6.3 mm 20.6 mm
Vinyl L ==l B insulation Material - Vinyl (PVC) RN154380 4.3mm 8 mm 7mm 22 mm
Terminal Material - Copper RN154395 4.3 mm 9.5 mm 7.3 mm 22.8 mm
3-way S E =14 1101~ [ Terminal Thickness - 1.0mm RN155380 5.3 mm 8 mm 7 mm 22 mm
Temperature rating - 75°C max. RN156412 6.4 mm 11.6 mm 11.6 mm 27.7 mm
RN158412 8.4 mm 11.6 mm 11.6 mm 27.7 mm
’ RN151014 10 mm 14 mm 14.5 mm 32 mm
RN151319 13 mm 19.2 mm 16 mm 36.4 mm
- it Studsize#8 | RN151527 15 mm 27 mm 21 mm 45.3 mm
: mm mm mm .3 mm
‘-\ - fi RN151727 17 27 21 45.3
! mm mm mm .3 mm
§ RN152127 21 27 21 45.3
" 4 Nylon Insulated
RV3054080 17mm 4mm  Red  22-16A.W.G/0.5-1.5mm? | Mhtaubb MR U]
RV3154080 18 mm 4.5mm Blue 16-14A.W.G/1.5-2.5mm? Insulation Material - Nylon (PA)
RV3404080 22mm 6.5mm Yellow 12-10A.W.G/4.0-6.0mm? || "4 h Color- Yellow
Terminal Material - Copper ')
Vinyl Insulated Terminal Thickness - 1.0mm
Studsize#8 | Temperature rating - 105°C max.
4_way Tel'm i nal Wire Range - 12-10 A.W.G / 4.0-6.0mm?
~
Insulation Material - Vinyl (PVC) < RN403272 3.2mm 7.2 mm 6.1 mm 23.2mm
Terminal Material - Copper RN403772 3.7mm 7.2mm 6.1 mm 23.2mm
Terminal Thickness - 0.8mm RN404372 43mm  7.2mm 6.1 mm 23.2mm
Smperature rating ax. RN404395 4.3mm 9.5 mm 8.3mm 26.3mm
RN405395 5.3 mm 9.5mm 8.3 mm 26.3 mm
i S LDn S GanS/TIon mums  simm emn fosnm vsmn
: : - B PITe RN408415 8.4 mm 15 mm 13.5mm 34.7 mm
RV4404080 43.5mm 6.5mm Yellow 12-10A.W.G/4.0-6.0mm* | RN401015 10 mm ISR ABNSIF 34.7 mm
= = RN401319 13 mm 19 mm 16 mm 39 mm
Other stud size customized are hebaad il AL AL P
H [ RN401732 17 mm 32 mm 25.2mm 54.2 mm
available upon requeSt' RN402132 21 mm 32 mm 25.2 mm 54.2 mm
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Insulated Crimp Terminals

Nylon Insulated
Ring Terminal

Insulation Material - Nylon (PA)
Insulation Color - Red

Terminal Material - Copper
Terminal Thickness - 1.2mm
Temperature rating - 105°C max.
Wire Range - 8 A.W.G / 8mm?

Nylon Insulated

Fork Terminal

Insulation Material - Nylon (PA)
Insulation Color - Red

Terminal Material - Copper
Terminal Thickness - 0.8mm
Temperature rating - 105°C max.
Wire Range - 22-16 A.W.G / 0.5-1.5mm?

RN803780 3.7mm 8 mm 9.3 mm 29 mm FN053257 3.2mm 5.7 mm 6.5 mm 20 mm
RN804380 4.3 mm 8 mm 9.3 mm 29 mm FN053757 3.7 mm 5.7 mm 6.5 mm 20 mm
RN804312 4.3 mm 12 mm 9.3 mm 31.3mm | FN053764 3.7 mm 6.4 mm 6.5mm 20 mm
RN805312 5.3 mm 12 mm 9.3 mm 31.3mm | FN054364 4.3 mm 6.4 mm 6.5 mm 20 mm
RN805315 5.3 mm 15 mm 13.8 mm 37.3mm | FN054372 4.3 mm 7.2mm 6.5 mm 20 mm
RN806412 6.4 mm 12 mm 9.3 mm 31.3mm | FN055395 5.3 mm 9.5mm 6.5 mm 17.8 mm
RN806415 6.4 mm 15 mm 13.8 mm 37.3mm | FN056495 6.4 mm 9.5mm 6.5 mm 17.8 mm
RN808415 8.4 mm 15 mm 13.8 mm 37.3mm | FN056411 6.4 mm 11 mm 11 mm 27 mm
RN801015 10 mm 15 mm 13.8 mm 37.3mm
RN801320 13 mm 20 mm 15 mm 41 mm Nylon Insulated
Fork Terminal
Nylon Ins"IIated Insulation Material - Nylon (PA
ylon (PA)
Ring Terminal Insulation Color - Blue
Terminal Material - Copper
Terminal Thickness - 0.8mm
Insulation Material - Nylon (PA) - Temperature rating - 105°C max. ‘
!rnsulatiolr;wColor -I B::ue Wire Range - 16-14 A.W.G / 1.5-2.5mm?
erminal Material - Copper
T inal Thick -1.5 4
Temperature rating - 105°C max. — FN153260 3.2mm 6 mm 6.5 mm 20.5mm
Wire Range - 6 A.W.G / 14mm? FN153760 3.7mm 6 mm 6.5 mm 20.6 mm
FN153764 3.7mm 6.4 mm 6.5 mm 20.6 mm
FN153772 3.7mm 7.2mm 6.5 mm 21 mm
RN144312 4.3 mm 12 mm 13.3 mm 40.8 mm
RN145312 5.3mm 12 mm 13.3mm  40.8mm img:ggg 1-% mm ‘73-‘2‘ mm g-g mm 52-6 mm
RN146412 6.4 mm 12 mm 13.3mm 40.8mm | £ o00 80 43 mm . mm g mm o mm
RN146416 6.4 mm 16 mm 142mm  43.5mm 15 3o0 omm amm e mm 21-5“"“
RN148416 g4mm 16 mm 14.2mm  43.5mm | EN155 5.3 mm mm oo mm S mm
RN141016 10 mm 16 mm 14.2mm  43.5mm | FR139393 S3mm  Somm  S5mm 223 mm
RN141222 11.5mm  22mm 19.8mm  52mm FN152451’15 2-4 mm ?-15""“ 8. mm 2 3 mm
RN141322 13mm 22mm 19.8mm  52mm 5 4 mm mm mm 7:5mm
Nylon Insulated
Nylon Insulated Fork Terminal )
- - ../
Rlng Terminal 4 Insulation Material - Nylon (PA) %
Insulation Color - Yellow Y
Insulation Material - Nylon (PA) Terminal Material - Copper =
Insulation Color - Yellow Terminal Thickness - 1.0mm &
Terminal Material - Copper (\ Temperature rating - 105°C max.
Terminal Thickness -11 .7m(|:11 Wire Range - 12-10 A.W.G / 4.0-6.0mm?
Temperature rating - 105°C max.
Wire Range -4 A.W.G / 22mm FN403258 3.2mm 5.8 mm 7 mm 24 mm
FN403764 3.7 mm 6.4 mm 7.5mm 24.7 mm
RN224313 4.3mm 122mm  15.1mm FN404372 4.3 mm 7.2mm 7.5mm 24.7 mm
RN225313 5.3mm 122mm  15.1mm FN405395 5.3 mm 9.5 mm 8 mm 26.8 mm
RN225317 5.3 mm 16.5mm  13.5mm FN406495 6.4 mm 9.5 mm 8 mm 26.8 mm
RN226417 6.4 mm 16.5mm  13.5mm FN408414 8.4 mm 14 mm 145mm  35mm
gugg%:; ‘1364*”;1“ 12-2 mm ]gg mm FN401018 10 mm 18 mm 145mm  37.5mm
RN221322 13 mm 22mm 19.7 mm Nylon Insulated
Nylon Insulated Fork Terminal
s s Insulation Material - Nylon (PA)
Rlng Termlnal Insulgtion Colo_r-Red —
Insulation Material - Nylon (PA) Em:zg: _l:_/lrﬁtcekrrl]zls-s(zc;pg;rm
Insulation Color - Red Temperature rating - 105°C max
e tess o Wi Rango 3 AMG fomm -
Temperature rating - 165°C max.
Wire Range - 2 A.W.G / 38mm? FN805311 5.3 mm 10.5mm 8.1 mm 28.3 mm
FN806411 6.4 mm 10.8 mm 8.6 mm 30 mm
RN385316 5.3 mm 15.3 mm 17.4 mm 52mm Insulation Material - Nylon (PA) w
RN386416 6.4 mm 15.3 mm 17.4 mm 52 mm Insulation Color - Blue i
RN386422 6.4 mm 22 mm 17.7 mm 55.7 mm | Terminal Material - Copper |
RN388416 8.4 mm 15.3mm  17.4mm 52 mm lgmygf;tz':j;fa"t?:gs'11655Tcmmax i
RN388422 8.4 mm 22 mm 17.7 mm 55.7 mm : i ) 2 {
RN381016 10 mm 15.3mm  17.4mm  52mm | ~'eRange-6A.W.G/14mm o
RN381022 10 mm 22 mm 17.7 mm 55.7 mm
RN381222 11.5mm  22mm 17.7mm  55.7mm | FN146411 6.4mm 11 mm 18-7 mm 36.5mm
05
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Insulated Crimp Terminals

Nylon Insulated
Blade Terminal

Insulation Material - Nylon (PA)
Insulation Color - Red

Terminal Material - Copper
Terminal Thickness - 0.8mm
Temperature rating - 105°C max.

Nylon Insulated

Hook Terminal

Insulation Material - Nylon (PA)
Insulation Color - Yellow &

Wire Range - 22-16 A.W.G / 0.5-1.5mm? Terminal Material - Copper s 1
Terminal Thickness - 1.0mm \j
Temperature rating - 105°C max. e
BN052018 2mm 18 mm 11 mm 29 mm Wire Range - 12-10 A.W.G / 4.0-6.0mm?
BNO052310 2.3 mm 10 mm 11 mm 21 mm
g“gggg:f §-5 mm ]?mm H mm gg mm | 1IN403772 3.7 mm 7.2 mm 6.1 mm 23.2 mm
BN023014 3’“"‘ 14""“ 11 mm e mm HN404395 4.3 mm 9.5 mm 9.5 mm 26.2mm
mm mm mm mm HN405395 5.3mm 9.5mm 9.5 mm 26.2 mm
HN406412 6.4 mm 12 mm 10.3 mm 29.5 mm
Nylon Insulated HN408415 8.4 mm 15 mm 13.5 mm 34.7 mm

Blade Terminal

Insulation Material - Nylon (PA)
Insulation Color - Blue

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 105°C max.

Wire Range - 16-14 A.W.G / 1.5-2.5mm?

Nylon Insulated

Flange Terminal

Insulation Material - Nylon (PA)
Insulation Color - Red

BN152018 2mm 18 mm 11 mm 29 mm Terminal Material - Copper

BN152410 2.4 mm 10 mm 11 mm 21 mm meina't'rhi(?knt?ss-?d%g“é“

BN152414 2.4 mm 14 mm 11 mm 25 mm emperature rating - max.

BN152418 VAT 18 mm 11 mm 20'mm Wire Range - 22-16 A.W.G/ 0.5-1.5mi

BN152810 2.8 mm 10 mm 11 mm 21 mm

BN152818 2.8 mm 18 mm 11 mm 29 mm FSN053275 3.2mm 7.5 mm 5.1 mm 20 mm

BN153013 3mm 13 mm 11 mm 24 mm FSN053264 3.2mm 6.4 mm 51mm 20 mm

BN153018 3mm 18 mm 11 mm 29 mm FSN053764 3.7mm 6.4 mm 5.1 mm 20 mm
FSN053775 3.7 mm 7.5mm 5.1 mm 20 mm

Nyl oninsulated FSN053785 3.7mm 8.5mm 7.2mm 25.5mm
FSN054375 4.3 mm 7.5 mm 51mm 20 mm

Blade Terminal FSN054385 4.3mm 8.5 mm 7.2mm 25.5 mm
FSN055375 5.3 mm 7.5mm 5.1 mm 20 mm

Insulation Material - Nylon (PA) FSN055385 5.3 mm 8.5mm 7.2mm 25.5mm

Insulation Color - Yellow

Terminal Material - Copper

Terminal Thickness - 1.0mm
Temperature rating - 105°C max.

Wire Range - 12-10 A.W.G / 4.0-6.0mm?

Nylon Insulated

Flange Terminal

BN402018 2mm 18 mm 13.5mm 31.5mm | Insulation Material -Nylon (PA) Q.
BN402810 2.8 mm 10 mm 13.5mm 23.5mm | Insulation Color - Blue

BN404014 4 mm 14 mm 13.5mm 27.5mm | Terminal Material - Copper T
BN404513 4.5mm 13 mm 13.5mm 26.5mm me'”a' Thickness -?dsfpén

BN404518 4.5mm 18 mm 13.5 mm 31.5mm | emperaturerating - 105°C max.

Wire Range - 16-14 A.W.G / 1.5-2.5mm?

Nylon Insulated

FSN153775 3.7mm 7.5mm 5.2mm 20.5mm
Hook Terminal r FSN153785 3.7 mm 8.5 mm 7.2mm 24 mm
FSN154375 4.3 mm 7.5mm 5.2mm 20.5mm
Insulation Material - Nylon (PA) FSN154380 4.3 mm 8 mm 6.8 mm 24.5mm
Insulation Color - Red FSN154385 4.3 mm 8.5 mm 7.2mm 24 mm
Terminal Material - Copper FSN155375 5.3 mm 7.5 mm 5.2mm 20.5mm
E:ﬂmp)'gfa'&':écgle:; -?d%fpé"max FSN155385 5.3 mm 8.5 mm 7.2mm 24 mm
Wire Range - 22-16 A.W.G/ 0.5-1.5mn
Nylon Insulated
HNO053780 3.7mm 8 mm 7mm .
HN054380 4.3 mm 8 mm 7 mm Flange Terminal 1
HN055380 5.3 mm 8 mm 7 mm
HNO056412 6.4 mm 11.6 mm 11 mm 27.8 mm | Insulation Material - Nylon (PA)
Insulation Color - Yellow
Nylon Insulated Terminal Material - Copper
. o~ Terminal Thickness - 1.0mm
Hook Terminal Temperature rating - 105°C max.
Wire Range - 12-10 A.W.G / 4.0-6.0mm?
Insulation Material - Nylon (PA)
ihsulation Golor - Blue FSN403285 3.2mm 8.5mm 7.5mm 26.5mm
Torminal Thicknass - 0 Brmm FSN403776 3.7mm  7.6mm 6.2mm 26.5mm
Temperature rating - 105°C max. FSN403785 3.7mm 8.5 mm 7.5mm 28 mm
Wire Range - 16-14 A.W.G / 1.5-2.5mm? FSN404376 4.3 mm 7.6 mm 6.2 mm 27 mm
Patno. D1 W Lt L [3RASES aImmo B amm 2R
FSN405376 5.3 mm 7.6 mm 6.2 mm 27 mm
HN155395 5.3 mm 9.5 mm 7.3 mm 23 mm
HN156412 6.4 mm 12 mm 11 mm 28.8 mm
06
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Insulated Crimp Terminals

Nylon Insulated
Lipped Blade Terminal

Insulation Material - Nylon (PA)
Insulation Color - Red

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 105°C max.

Wire Range - 22-16 A.W.G / 0.5-1.5mm?

Nylon Insulated

Locking Terminal

Insulation Material - Nylon (PA)
Insulation Color - Red

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 105°C max.

Wire Range - 22-16 A.W.G / 0.5-1.5mm?

LBNO053017 3mm 17.2 mm 11 mm LN053764 3.7mm 6.4 mm 6.5 mm 22 mm
LBN054617 4.6 mm 17.2 mm 11 mm LN054372 4.3 mm 7.2 mm 6.5 mm 22 mm
LN054364 4.3 mm 6.4 mm 6.5 mm 22 mm
Nylon Insulated LN055381 5.3 mm 8.1 mm 6.5mm 22 mm
LN055395 5.3 mm 9.5 mm 6.5 mm 22 mm

Lipped Blade Terminal

) ) Nylon Insulated
Insulation Material - Nylon (PA)

Insulation Color - Blue

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 105°C max.

Wire Range - 16-14 A.W.G / 1.5-2.5mm?

Locking Terminal

Insulation Material - Nylon (PA)
Insulation Color - Blue

Terminal Material - Copper

Terminal Thickness - 0.8mm
Temperature rating - 105°C max.

Wire Range - 16-14 A.W.G / 1.5-2.5mm?*

LBN153017 3mm 17.2 mm 11 mm
LBN154617 4.6 mm 17.2 mm 11 mm

NY|OI"I Insulated LN153760 3.7mm 6 mm 6.5 mm 22 mm

. . LN154372 4.3 mm 7.2mm 6.5 mm 22 mm

Lipped Blade Terminal LN154381 4.3mm 8.1 mm 6.5 mm 22 mm

LN155381 5.3 mm 8.1 mm 6.5 mm 22 mm

Insulation Material - Nylon (PA) LN155393 5.3 mm 9.3mm 6.5mm 22 mm
Insulation Color - Yellow

Terminal Material - Copper

Terminal Thickness - 1.0mm %
Temperature rating - 105°C max. \ ,
Wire Range - 12-10 A.W.G / 4.0-6.0mm?

Nylon Insulated

Locking Terminal

| lation Material - Nyl PA
LBN403017  3mm 17.2mm  13.5mm  30.7mm | jeganon fateria - Byion (PA)

LBN404617 4.6 mm 17.2 mm 13.5mm 30.7 mm Terminal Material - Copper

Terminal Thickness - 1.0mm
Temperature rating - 105°C max.

Wire Range - 12-10 A.W.G / 4.0-6.0mm?

Nylon Insulated

PIN Terminal

LN403783 3.7mm 8.3 mm 7 mm 25.7 mm
Insulation Material - Nylon (PA) LN404383 4.3 mm 8.3 mm 7 mm 25.7 mm
Insulation Color - Red LN405309 5.3 mm 9mm 7 mm 25.7 mm
Terminal Material - Copper LN406412 6.4 mm 12 mm 12 mm 32.2mm

Terminal Thickness - 0.8mm
Temperature rating - 105°C max. ) .
Wire Range - 22-16 A.W.G / 0.5-1.5mm? QA AL B RS {1 | Insulation Material - Nylon (PA)

Patno. W L1 L2 L PN T | Terminai Thickness -1 om
=Wa =1 g1l =1 [ Terminal Thickness - 1.0mm
PN051909 1.9 mm 9mm 11 mm y Temperature rating - 105°C max.

PN051910 1.9 mm 10 mm 11 mm
PN051912 1.9 mm 12 mm 11 mm
PN051913 1.9 mm 13 mm 11 mm
PN051914 1.9 mm 14 mm 11 mm tud size #8
PN051916 1.9 mm 16 mm 11 mm

Nylon Insulated

PIN Terminal

Insulation Material - Nylon (PA)

i RN3054080 18mm 4mm  Red  22-16A.W.G/0.5-1.5mm?
insulation Color- Blue RN3154080 19mm 4.5mm Blue 16-14A.W.G/1.5-2.5mm?
Ehgtiiiitiviige.d Sl RN3404080 23mm 6.5mm Yellow 12-10A.W.G/4.0-6.0mm?

Temperature rating - 105°C max.

Wire Range - 16-14 A.W.G / 1.5-2.5mm? Nylon Insulated

PN151909 1.9 mm 9 mm 11 mm 4-way Terminal
PN151910 1.9mm 10 mm 11 mm ) )
PN151913 1.9mm  13mm 11 mm Insulatian Material - Myonl (PA)
erminal Material - Copper
PN151916 1.9mm 16 mm 11 mm Terminal Thickness - 0.8mm
Temperature rating - 105°C max. ‘ J

Nylon Insulated

PIN Terminal

Insulation Material - Nylon (PA)
Insulation Color - Yellow
Terminal Material - Copper
Terminal Thickness - 0.5mm
Temperature rating - 105°C max.
Wire Range - 12-10 A.W.G / 4.0-6.0mm? PN402614

07

6mm
13.5mm——12.5mm—|

RN4054080 35mm 4mm Red 22-16A.W.G/

0.5-1.5mm?
RN4154080 36.5mm 4.5mm Blue 16-14A.W.G/1.5-2.5mm?
4.0-6

RN4404080 44 mm 6.5mm Yellow 12-10A.W.G/ :Omm2
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3SUGO

Insulated Crimp Dis-connector

Vinyl Insulated

Vinyl Pre-Insulated Cri
Terminal connectors,
Dis-connectors

Female Disconnector

Insulation Material - Vinyl (PVC)
Insulation Color - Blue

Terminal Material - Copper
Temperature rating - 75°C max.

Wire Range - 16-14 A.W.G / 1.5-2.5mm?

FDV150528 0.5mm 2.8 mm

FDV150828 0.8 mm 2.8 mm

- FDV150548 0.5mm 4.8 mm

Vinyl Insulated Male w FDV150848 0.8mm  4.8mm

FDV150552 0.5mm 5.2mm

Tab Connector g FDV150852  0.8mm  5.2mm

FDV150864 0.8 mm 6.4 mm

’ ’ ’ T FDV150880 0.8 mm 8.0 mm
Insulation Material - Vinyl (PVC) e

Insulation Color - Red == FDV151294 1.2mm 9.4 mm

10mm

Terminal Material - Copper "
Temperature rating - 75°C max. =/

Vinyl Insulated

Wire Range - 22-16 A.W.G/0.5-1.5mm?* "~ _ - =
> Female Disconnector Lt |
i
MDV050528 0.5 mm 2.8 mm 6.5 mm 19.5mm
MDV050828 0.8 mm 2.8 mm 6.5 mm 20.5mm | Insulation Material - Vinyl (PVC) b
MDV050548 0.5 mm 4.8 mm 6.5 mm 19.5mm | Insulation Color - Yellow E
MDV050848 0.8 mm 4.8 mm 6.5 mm 20.5 mm $erminaltMaterital - Cgfépgr b
emperature rating - 75°C max.
MDV050864 0.8 mm 6.4 mm 7.7mm 2Imm e g T e 6-6.0mm? \ |
Vinyl Insulated Male W FDV400528 0.5mm 2.8mm 6.5 mm 22 mm
FDV400828 0.8 mm 2.8mm 6.5 mm 22 mm
Tab Connector ¥ T FDV400548 0.5mm  4.8mm 6.5 mm 229 mm
FDV400848 0.8 mm 4.8 mm 6.5 mm 22 mm
) v L T FDV400864 0.5mm 6.4 mm 7.5mm 23.5mm
nsutatlon Material  aanyl (PVC) 0 | FDv401204  12mm  94mm  12mm 28.5mm

11mm

Terminal Material - Copper
Temperature rating - 75°C max. £
Wire Range - 16-14 AAW.G / 1.5-2.5mm?

04. Vinyl Insulated Piggyback Connector
/

Parttho. T W L1 L /
MDV150548 0.5 mm 4.8 mm 6.5 mm 19 mm pe
MDV150848 0.8 mm 4.8 mm 6.7 mm 21 mm
MDV150864 0.8 mm 6.4 mm 7.7 mm 21 mm

Insulation
Terminal Material - Copper
Temperature rating - 75°C max.

W Wire Range - |
‘ T Red:22-16 A.W.G/0.5-1.0mm#

Vinyl Insulated Male

Tab Connector

Insulation Material - Vinyl (PVC)

Insulation Color - Yellow

Terminal Material - Copper

Temperature rating - 75°C max. 4
Wire Range - 12-10 A\W.G / 4.0-6.0mm?

Vinyl Iinsulated
MDV400548 0.5 mm 4.8 mm 7.7mm 25 mm

MDV400848 0.8 mm 4.8 mm 7.7 mm 25 mm Bullet Male/Female Disconnector
MDV400864 0.8 mm 6.4 mm 7.7 mm 25 mm

Blue:16-14 AW.G/1.5-2.5mm?*
Yellow:12-10 A.W.G / 4.0-6.0mm?*

£ )1 PBV050864 0.8x6.4mm 7.5mm 10mm 20mm Red
5 PBV150864 0.8x6.4mm 7.5mm 11mm  21mm Blue
PBV400864 0.8x6.4mm 7.5mm 13mm  25mm Yellow

Vinyl Insulated

Female Disconnector

rial - Vinyl (PVC)
Terminal Material - Copper
Temperature rating - 75°C max.
Wire Range -

Red: 22-16 A.W.G/0.5-1.5mm?
Blue: 16-14 AW.G/1.5-2.5mm?
Yellow: 12-10 A.W.G / 4.0-6.0mm?

Insulation Material - Vinyl (PVC)

Insulation Color - Red

Terminal Material - Copper

Temperature rating - 75°C max. 'f,
Wire Range - 22-16 A.W.G / 0.5-1.5mm?

FDV050528 0.5 mm 2.8 mm 6.5 mm
FDV050828 0.8 mm 2.8 mm 6.5 mm MBV054021 M 8.5 mm 10mm 20.5mm Red
FDV050548 0.5 mm 4.8 mm 6.5 mm MBV154021 M 8.5 mm 11 mm 21.5mm Blue
FDV050852 0.8 mm 4.8 mm 6.5 mm MBV155021 M 9 mm 11 mm 22 mm Blue
FDV050552 0.5 mm 5.2mm 5.8 mm MBV405025 M 9 mm 13 mm 26 mm Yellow
FDV050852 0.8 mm 5.2mm 5.8 mm FBFV053923 F 7 mm 10mm  22mm Red
FDV050864 0.8 mm 6.4 mm 7.5mm FBFV153923 F 7 mm 11 mm 23 mm Blue
FDV050880 0.8 mm 8.0 mm 10 mm FBFV154923 F 7.3 mm 11 mm 23.5mm Blue
FBFV404524 F 7.3 mm 13mm 24 mm Yellow
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Insulated Crimp Terminals

Vinyl Insulated
Female Disconnector

Insulation Material - Vinyl (PVC)
Terminal Material - Copper
Terminal Thickness - 0.8mm
Temperature rating - 75°C max.

Wire Range -

Red:22-16 A.W.G/0.5-1.5mm?
Blue:16-14 AAW.G/1.5-2.5mm?
Yellow:12-10 A.W.G / 4.0-6.0mm?

FDFV050528 0.5x2.8mm
FDFV050828 0.8x2.8mm
FDFV050548 0.5x4.8 mm
FDFV050848 0.8x4.8 mm
FDFV050864 0.8x6.4mm
FDFV150548 0.5x4.8 mm
FDFV150848 0.8x4.8 mm
FDFV150864 0.8x6.4 mm
FDFV400864 0.8x6.4mm
FDFV401295 1.2x9.5mm

-
6.4 mm 29 mm
6.4 mm 21 mm
6.4 mm 29 mm
6.4 mm 23 mm
8 mm 25 mm
6.4 mm 20 mm
6.4 mm 20 mm
6.4 mm 22 mm
8 mm 24 mm
12.5mm 30 mm

Red
Red
Red
Red
Red
Blue
Blue
Blue
Yellow
Yellow

Nylon Insulated
Bullet Female Disconnector

Insulation Material - Nylon (PA
Terminal Material - Copper
Terminal Thickness - 1.0mm
Temperature rating - 105°C max.

Wire Range -

Red: 22-16 A.W.G/0.5-1.5mm?

Blue: 16-14 A.W.G/ 1.5-2.5mm?

FBFN053924 23.9 mm 7mm 23.5mm Red
FBFN153924 23.9 mm 7 mm 23.5mm Blue
FBFN154924 24.9 mm 7.3 mm 24 mm Blue
Nylon Insulated

Flag Disconnector ,
Insulation Material - Nylon (PA) \,

Terminal Material - Copper
Terminal Thickness - 1.0mm
Temperature rating - 105°C max.

Wire Range -

Red:22-16 A.W.G/0.5-1.5mm?

Nylon Insulated

Male Tab Connector

Insulation Material - Nylonl (PA)
Terminal Material - Copper
Terminal Thickness - 1.0mm
Temperature rating - 105°C max.
Wire Range -

Red:22-16 A.W.G/0.5-1.5mm?
Blue:16-14 A\W.G / 1.5-2.5mm?
Yellow:12-10 A.W.G / 4.0-6.0mm?

T2MDFN050864 0.8 x6.4 mm 7.7mm 23 mm Red
T2MDFN150864 0.8 x6.4 mm 7.7 mm 24 mm Blue
T2MDFN400864 0.8 x6.4 mm 7.7 mm 25mm Yellow

Nylon Insulated
Female Disconnector

Insulation Material - Nylonl (PA)
Terminal Material - Copper
Terminal Thickness - 1.0mm
Temperature rating - 105°C max.
Wire Range -

Red:22-16 A.W.G/0.5-1.5mm?
Blue:16-14 A\W.G /1.5-2.5mm?
Yellow:12-10 A.W.G / 4.0-6.0mm?

&

Q{ y

T2FDFN050864 0.8 x6.4 mm 8 mm 22 mm Red
T2FDFN150864 0.8 x6.4 mm 8 mm 22 mm Blue
T2FDFN400864 0.8 x6.4 mm 8 mm 24 mm Yellow

Nylon Insulated
Male Tab Connector

Insulation Material - Nylonl (PA)
Terminal Material - Copper
Terminal Thickness - 1.0mm
Temperature rating - 105°C max.
Wire Range -

Red:22-16 A.W.G/0.5-1.5mm?
Blue:16-14 A\W.G/1.5-2.5mm?
Yellow:12-10 A.\W.G / 4.0-6.0mm?

MDFNO050864 0.8x6.4 mm 7.7 mm 23 mm Red
MDFN150864 0.8x6.4mm 7.7 mm 24 mm Blue
MDFN400864 0.8x6.4mm 7.75mm 25 mm Yellow

Nylon Insulated
Female Disconnector

Insulation Material - Nylon (PA)
Terminal Material - Copper
Terminal Thickness - 1.0mm
Temperature rating - 105°C max.
Wire Range -

Red:22-16 A.W.G/0.5-1.5mm?
Blue:16-14 AW.G/1.5-2.5m
Yellow:12-10 AW.G /4.0-6.0mm

R FDFNO050528 0.5x2.8 mm 6.4 mm 20 mm Red
F O AN oo e FDFN050828  0.8x2.8mm 6.4mm  20mm  Red
P FDFN050548 0.5x4.8 mm 6.4 mm 20 mm Red
FDFNO050848 0.8x4.8 mm 6.4 mm 20 mm Red
FDFN050864 0.8x6.4mm 8 mm 22 mm Red
FFFN050548 0.5x4.8 mm 7 mm 15.2 mm Red FDFN150548 0.5x4.8 mm 6.5 mm 21 mm Blue
FFFN050848 0.8x4.8mm 7 mm 15.2 mm Red FDFN150848 0.8x4.8 mm 6.5 mm 21 mm Blue
FFFN050864 0.8x6.4mm 7.6 mm 16 mm Red FDFN150864 0.8x6.4mm 8 mm 22 mm Blue
FFFN150548 0.5x4.8 mm 7 mm 15.2 mm Blue FDFN400864 0.8x6.4mm 8 mm 24 mm Yellow
FFFN150848 0.8x4.8mm 7 mm 15.2mm Blue FDFN401295 1.2x9.5mm 12.5mm 30 mm Yellow
FFFN150864 0.8x6.4mm 7.6 mm 16 mm Blue
FFFN400864 0.8x6.4 mm 7.6 mm 16.5mm Yellow
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3SUGO

PVC Insulated open barrel Terminals

Soft PVC Insulated Open Barrel
Soft PVClInsulated Open .
Female Disconnector
Barrel Connector,
= Insulation Material - Soft PVC )
D [ | S COI‘I I‘I ECtO I' Insulation Color: Transparent -_Dnned Bras?"
Terminal Material: Brass / Tinned Brass '
Temperature rating: 75°C max.
w BIankBrass
4 (.110")
—
insulating OBF050528B 0.5-1mm? 0.5x2.8 mm Blank Brass
male . . female cover OBF050528T 0.5-1mm? 0.5x2.8 mm Tinned Brass
picoy -5 ] - OBF050828B 0.5-1mm? 0.8x2.8 mm Blank Brass
. ¥ - -m OBF050828T 0.5-1mm?2 0.8x2.8mm Tinned Brass
J OBF050548B 0.5-1mm? 0.5x4.8 mm Blank Brass
e OBF050548T 0.5-1mm? 0.5x4.8 mm Tinned Brass
. d OBF050848B 0.5-1mm? 0.8x4.8 mm Blank Brass
ﬂ_,—‘..‘ﬁ | e | OBF050848T 0.5-1mm? 0.8x4.8 mm Tinned Brass
- OBF050563B 0.5-1mm? 0.5x6.3mm Blank Brass
OBF050563T 0.5-1mm?2 0.5x6.3mm Tinned Brass
OBF050863B 0.5-1mm?2 0.8x6.3mm Blank Brass
0(BF05)0863T 0.5-1mm? 0.8 x6.3 mm Tinned Brass
187"
Part-no.  wiresize  receptacle = Terminal
Soft PVC Insulated Open Barrel OBF150528B 1.5-2.5mm? 0.5x2.8mm  Blank Brass
OBF150528T 1.5-2.5mm? 0.5x2.8mm Tinned Brass
Male Tab Connector OBF150828B  1.5-2.5mm®> 0.8x2.8mm  Blank Brass
OBF150828T 1.5-2.5mm? 0.8x2.8 mm Tinned Brass
Insulation Material - Soft PVC Tinned Brass OBF150548B 1.5-2.5mm? 0.5x4.8 mm B.Iank Brass
Insulation Color: Transparent - ¥ OBF150548T 1.5-2.5mm? 0.5x4.8 mm Tinned Brass
Terminal Material: Brass / Tinned Brass <1 & OBF150848B 1.5-2.5mm? 0.8x4.8 mm Blank Brass
Temperature rating: 75°C max. i g OBF150848T 1.5-2.5mm? 0.8 x4.8 mm Tinned Brass
{ OBF150563B 1.5-2.5mm2  0.5x6.3mm Blank Brass
Blank Brass OBF150563T 1.5-2.5mm?  0.5x6.3 mm Tinned Brass
\ OBF150863B 1.5-2.5mm? 0.8x6.3mm Blank Brass
C110°) 0(BF15)0863T 1.5-2.5mm?  0.8x6.3mm  Tinned Brass
. 250"
OBM050528B  0.5-tmm*  05x2.8mm  BlankBrass | Part-noNIWireSiZeNrecaptaclemmTariinal
OBM050528T 0.5-1mm? 0.5x2.8 mm Tinned Brass OBF400528B 4.0-6.0mm? 0.5x2.8mm Blank Brass
OBM050828B 0.5-1mm? 0.8x2.8mm Blank Brass OBF400528T 4.0-6.0mm? 0.5x2.8mm Tinned Brass
OBM050828T 0.5-1mm? 0.8x2.8mm Tinned Brass OBF400828B 4.0-6.0mm? 0.8x2.8mm Blank Brass
OBM050548B 0.5-1mm? 0.5x4.8 mm Blank Brass OBF400828T 4.0-6.0mm? 0.8x2.8mm Tinned Brass
OBM050548T 0.5-1mm? 0.5x4.8 mm Tinned Brass OBF400548B 4.0-6.0mm2 0.5x4.8 mm Blank Brass
OBM050848B 0.5-1mm? 0.8x4.8mm Blank Brass OBF400548T 4.0-6.0mm? 0.5x4.8mm Tinned Brass
OBMO050848T 0.5-1mm? 0.8x4.8mm Tinned Brass OBF400848B 4.0-6.0mm? 0.8x4.8mm Blank Brass
OBM050563B 0.5-1mm? 0.5x6.3mm Blank Brass OBF400848T 4.0-6.0mm? 0.8x4.8 mm Tinned Brass
OBM050563T 0.5-1mm? 0.5x6.3mm Tinned Brass OBF400563B 4.0-6.0mm? 0.5x6.3mm Blank Brass
OBM050863B 0.5-1mm? 0.8x6.3mm Blank Brass OBF400563T 4.0-6.0mm2 0.5x6.3mm Tinned Brass
OBMO050863T 0.5-1mm? 0.8x6.3mm Tinned Brass OBF400863B 4.0-6.0mm? 0.8x6.3mm Blank Brass
187" OBF400863T 4.0-6.0mm? 0.8x6.3mm Tinned Brass
OBM150528B 1.5-2.5mm? 0.5x2.8mm  Blank Brass Soft PVC Insulated Open Barrel
OBM150528T 1.5-2.5mm? 0.5x2.8mm Tinned Brass =
OBM150828B  1.5-2.5mm? 0.8x2.8mm  Blank Brass Flag Disconnector
OBM150828T 1.5-2.5mm? 0.8x2.8mm Tinned Brass
OBM150548B 1.5-2.5mm? 0.5x4.8 mm Blank Brass Insulation Material - Soft PVC
OBM150548T 1.5-2.5mm? 0.5x4.8 mm Tinned Brass Insulation Color: Transparent Inned Brass
OBM150848B 1.5-2.5mm2?  0.8x4.8 mm Blank Brass Terminal Material: Brass / Tinned Brass
OBM150848T 1.5-2.5mm2  0.8x4.8mm  Tinned Brass | Temperature rating: 75°C max.
OBM150563B 1.5-2.5mm? 0.5x6.3 mm Blank Brass ‘(7'
OBM150563T 1.5-2.6mm?  0.5x6.3 mm Tinned Brass Blank Brass
OBM150863B 1.5-2.5mm2?  0.8x6.3mm  Blank Brass (.110")
5 .
OBM150863T 1.5-2.5mm 0.8x6.3mm Tinned Brass OBFF0505438 0.5-1mm? 05x4.8mm Blank Brass
(.250") OBFF050548T 0.5-1mm? 0.5x4.8mm Tinned Brass
OBFF050848B 0.5-1mm? 0.8x4.8mm Blank Brass
OBM400528B 4.0-6.0mm? 0.5x2.8mm Blank Brass OBFF050848T 0.5-1mm? 0.8x4.8mm Tinned Brass
OBM400528T 4.0-6.0mm?  0.5x2.8mm Tinned Brass OBFF050563B 0.5-1mm? 0.5x6.3mm Blank Brass
OBM400828B 4.0-6.0mm? 0.8x2.8mm Blank Brass OBFF050563T 0.5-1mm? 0.5x6.3mm Tinned Brass
OBM400828T 4.0-6.0mm? 0.8x2.8mm Tinned Brass OBFF050863B 0.5-1mm?2 0.8x6.3mm Blank Brass
OBM400548B 4.0-6.0mm? 0.5x4.8 mm Blank Brass OBFF050863T 0.5-1mm?2 0.8x6.3mm Tinned Brass
OBM400548T 4.0-6.0mm2? 0.5x4.8 mm Tinned Brass 187°
0OBM400848B 4.0-6.0mm2 0.8x4.8 mm Blank Brass :
OBM400848T 4.0-6.0 mm? 0.8x4.8 mm Tinned Brass OBFF150548B 1.5-2.5mm? 0.5x4.8mm Blank Brass
OBM400563B 4.0-6.0 mm? 0.5x6.3 mm Blank Brass OBFF150548T 1.5-2.5mm? 0.5x4.8mm Tinned Brass
OBM400563T  4.0-6.0mm?  0.5x6.3mm  TinnedBrass | OBFF150848B  1.5-2.5mm? 0.8x4.8mm  Blank Brass
OBM400863B 4.0-6.0mm2? 0.8x6.3mm B.Iank Brass OBFF150848T 1.5-2.5mm?2 0.8 x4.8 mm Tinned Brass
OBM400863T 4.0-6.0 mm? 0.8x6.3mm Tinned Brass OBFF150563B 1.5-2.5mm? 0.5x6.3mm Blank Brass
OBFF150563T 1.5-2.5mm? 0.5x6.3mm Tinned Brass
OBFF150863B 1.5-2.5mm? 0.8 x6.3mm Blank Brass
OBFF150863T 1.5-2.5mm? 0.8x6.3mm Tinned Brass
10
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3SUGO

Heat Shrink Insulated Crimp Terminals

Heat Shrink Insulated

Ring Terminal »
Cay

Adhesive Lined heat shrinking
shrinking ratio: 3:1

Insulation Material - HDPE
Terminal Material - Copper
Terminal Thickness - 0.8mm
Temperature rating - 150°C max.

Waterproof Heat Shrink

jiess | Adhesive Lined heat shrinking Sy,

Heat Shrink Insulated

Fork Terminal

shrinking ratio: 3:1 -
Insulation Material - HDPE " gt
Terminal Material - Copper S
Terminal Thickness - 0.8mm
Temperature rating - 150°C max.

Wire Range - 22-16 A.W.G / 0.5-1.5mm*

HSF053257 3.2mm 5.7mm 27.3mm Red
HSF053757 3.7 mm 5.7 mm 27.3 mm Red
HSF053764 3.7 mm 6.4 mm 27.7 mm Red
HSF054364 4.3 mm 6.4 mm 27.7 mm Red
HSF054372 4.3 mm 7.2mm 28.1 mm Red
HSF055395 5.3 mm 9.5 mm 25.2 mm Red
HSF056495 6.4 mm 9.5 mm 25.2 mm Red
HSF056411 6.4 mm 11 mm 34.5mm Red

Wire Range - 22-16 A.W.G / 0.5-1.5mm? S Heat Shrink Insulated
HSR053255 3.2mm 5.5 mm 25.5mm Red Fork Terminal
HSR053755 3.7 mm 5.5mm 27.6 mm Red Adhesive Lined heat shrinking
HSR053766 3.7mm 6.6 mm 25.5mm Red shrinking ratio: 3:1 ; )
HSR053780 3.7 mm 8 mm 29 mm Red Insulation Material - HDPE -
HSR054366 4.3mm 6.6 mm 29 mm Red Terminal Material - Copper
HSR054380 4.3mm 8 mm 27.6 mm Red Terminal Thickness - 0.8mm
HSR055380 5.3 mm 8 mm 34.7 mm Red Temperature rating - 150°C max. s
HSR055312 . (LD 11.6 mm 29 mm Red Wire Range - 16-14 A.W.G/1.5-2.5mm
HSR056412 6.4 mm 11.6 mm 34.7 mm Red
HSR058412 8.4 mm 12 mm 34.7mm Red HSF153260 3.2mm 6 mm
HSR051015 10 mm 14.5 mm 39 mm Red HSF153760 3.7 mm 6 mm 27.5mm Blue
HSF153764 3.7 mm 6.4 mm 27.7 mm Blue
HSF153772 3.7 mm 7.2 mm 28.1 mm Blue
Heat Shrink Insulated HSF154368 4.3mm 6.8 mm 27.7mm Blue
. . HSF154372 4.3 mm 7.2mm 28.1 mm Blue
Ring Terminal HSF154380 4.3 mm 8 mm 28.5mm Blue
HSF155385 5.3 mm 8.5 mm 28.5mm Blue
Adhesive Lined heat shrinking HSF155395 5.3 mm 9.5mm 29.2 mm Blue
shrinking ratio: 3:1 /4 HSF156495 6.4 mm 9.5mm 29.2 mm Blue
Insulation Material - HDPE ’ HSF156411 6.4 mm 11 mm 34.5mm Blue
Terminal Material - Copper
Terminal Thickness - 0.8mm
Temperature rating - 150°C max. =
WirepRange-16-1%A.W.GI1.5-2.5mm2 Heat Shrink Insulated
HSR153255 3.2mm 5.5mm 27.6 mm Blue Fork Terminal
HSR153766 3.7mm 6.6 mm 27.6 mm Blue Adhesive Lined heat shrinking
HSR153780 3.7mm 8 mm 29 mm Blue shrinking ratio: 3:1 i
HSR154366 4.3 mm 6.6 mm 29 mm Blue Insulation Material - HDPE L - -
HSR154380 4.3mm 8 mm 27.6 mm Blue Terminal Material - Copper RLAe
HSR155380 5.3 mm 8 mm 29mm Blue %mggtmgrkx:g -11é%fpcmmax T
HSR155395 5.3 mm 9.5 mm 29 mm Blue ; . : R
HSR156412  6.4mm  12mm 34.7 mm Blue | VireRange-12-10A.W.G/4.0-6.0mm
honioga1z  84mm  12mm - 3d7mm  BUe I liSF403258 3.2mm  5.8mm 32.9mm  Yellow
HSF403764 3.7mm 6.4 mm 33.7mm Yellow
HSF404372 4.3 mm 7.2mm 33.7mm Yellow
Heat Shrink Insulated HSF405395 5.3 mm 9.5 mm 35.8 mm Yellow
HSF406480 6.4 mm 8 mm 35.8 mm Yellow
Ring Terminal HSF406412 6.4 mm 12 mm 41 mm Yellow
HSF408414 8.4 mm 14 mm 44 mm Yellow
Adhesive Lined heat shrinking HSF408418 8.4 mm 18 mm 46.5 mm Yellow
shrinking ratio: 3:1
Insulation Material - HDPE
Terminal Material - Copper Heat Shrink lnsulated
Terminal Thickness - 1.0mm
Temperature rating - 150°C max. H
Wire Range - 12-10 A.W.G / 4.0+6.0mm 3-way Terminal = EQQ
Adhesive Lined heat shrinkin il
HSR403272 3.2mm 7.2mm 32.7 mm Yellow shrinking ratio: 3:1 9 ' @*
HSR403772 3.7mm 7.2mm 32.7mm Yellow | [naulation Material - HDPE =g 7 aszera
HSR404372 4.3 mm 7.2mm 35.8 mm Yellow | Terminal Material - Copper & % mm
HSR404395 4.3 mm 9.5 mm 32.7mm Yellow | Terminal Thickness - 1.0mm “2‘-;“‘ e
HSR405395 5.3mm 9.5mm 35.8 mm Yellow | Temperature rating - 150°C max. ;& "f
HSR406411 6.4 mm 11 mm 39 mm Yellow Pl T
HSR408414 8.4 mm 14 mm 44.2 mm Yellow - .
HSR401015 10 mm 15 mm 44.2 mm Yellow - 4
Fonaoio1a 1 mm fomm hoomm el | 'HSR3054080 17mm 4mm  Red  22-16A.W.G/0.5-1.5mm?
’ HSR3154080 18 mm 4.5mm Blue 16-14A.W.G / 1.5-2.5mm?
HSR3404080 22 mm 6.5mm Yellow 12-10A.W.G/4.0-6.0mm?
1
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3SUGO

Heat Shrink Insulated Crimp Dis-connector

Heat Shrink Insulated
Terminal connectors,
Dis-connectors IP65

Heat Shrink Insulated

Male Tab Connector

Insulation Material - HDPE

Terminal Material - Brass
Temperature rating - 150°C max.

Wire Range -

Red: 22-16 A.W.G / 0.5-1.5mm_
Blue: 16-14 A.W.G / 1.5-2.5mm?
Yellow: 12-10 A.W.G / 4.0-6.0mm?

HSMD050528
HSMD050828
HSMD050548
HSMD050848
HSMD050864
HSMD150548
HSMD150848
HSMD150864
HSMD400548
HSMD400848
HSMD400864

0.5x2.8mm
0.8x2.8mm
0.5x4.8 mm
0.8x4.8 mm
0.8x6.4mm
0.5x4.8 mm
0.8x4.8 mm
0.8x6.4 mm
0.5x4.8 mm
0.8 x4.8 mm
0.8x6.4 mm

6.5 mm 32.5mm
6.5 mm 32.5mm
6.5mm 32.5mm
6.7 mm 32.7 mm
7.7mm 33.7 mm
6.5 mm 32.5mm
6.7 mm 32.7mm
7.7 mm 33.7 mm
6.5 mm 34.5mm
6.7 mm 34.7 mm
7.7 mm 35.7 mm

Heat Shrink Insulated

Female Disconnector

Insulation Material - HDPE
Terminal Material - Brass
Temperature rating - 150°C max.

Wire Range -

Red: 22-16 A.W.G/0.5-1.5mm?
Blue: 16-14 A.W.G/ 1.5-2.5mm?
Yellow: 12-10 A.W.G / 4.0-6.0mm?

&

L1
‘ T

Red
Red
Red
Red
Red
Blue
Blue
Blue
Yellow
Yellow
Yellow

HSFD050528 0.5x2.8mm 6.5 mm 32.5mm Red
HSFD050828 0.8x2.8 mm 6.5 mm 32.5mm Red
HSFD050548 0.5x4.8 mm 6.4 mm 32.4 mm Red
HSFD050848 0.8x4.8mm 6.4 mm 32.4 mm Red
HSFD050552 0.5x5.2mm 5.8 mm 31.8 mm Red
HSFD050852 0.8x5.2mm 5.8 mm 31.8 mm Red
HSFD050864 0.8 x6.4 mm 7.5mm 33.5mm Red
HSFD050880 0.8x8.0mm 10 mm 36 mm Red
HSFD150528 0.5x2.8mm 6.5 mm 32.5mm Blue
HSFD150828 0.8x2.8 mm 6.5 mm 32.5mm Blue
HSFD150548 0.5x4.8mm 6.4 mm 32.4 mm Blue
HSFD150848 0.8x4.8 mm 6.4 mm 32.4 mm Blue
HSFD150552 0.5x5.2mm 5.8 mm 31.8 mm Blue
HSFD150852 0.8x5.2mm 5.8 mm 31.8 mm Blue
HSFD150864 0.8x6.4 mm 7.5mm 33.5mm Blue
HSFD150880 0.8x8.0mm 10 mm 36 mm Blue
HSFD151294 1.2x9.4mm 12 mm 38 mm Blue
HSFD400528 0.5x2.8 mm 6.5 mm 34.5mm Yellow
HSFD400828 0.8x2.8mm 6.5 mm 34.5mm Yellow
HSFD400548 0.5x4.8 mm 6.5 mm 34.5mm Yellow
HSFD400848 0.8x4.8mm 6.5 mm 34.5mm Yellow
HSFD400864 0.8x6.4mm 7.5mm 35.5mm Yellow
HSFD401294 1.2x9.4mm 12 mm 40 mm Yellow
Heat Shrink Insulated
Piggyback Connector
=
L‘1 -
Insulation Material - HDPE
Terminal Material - Brass
Temperature rating - 180°C max.
Wire Range -
Red:22-16 AAW.G [0.5-1.0mm?*
Blue:16-14 A\W.G/1.5-2.5mm?
Yellow:12-10 A.W.G / 4.0-6.0mm?
HSPB050864 0.8 x6.4 mm 7.5mm 33.5mm Red
HSPB150864 0.8x6.4mm 7.5mm 33.5mm Blue
HSPB400864 0.8x6.4 mm 7.5mm 35.5mm Yellow

Fully Heat Shrink Insulated

Male Tab Connector

Insulation Material - HDPE L
Terminal Material - Brass %,
Temperature rating - 150°C max.
Wire Range -

Red: 22-16 A.W.G/0.5-1.5mm?
Blue: 16-14 A\W.G/1.5-2.5mm?
Yellow: 12-10 A.W.G / 4.0-6.0mm?

FHSMDO050528 0.5x2.8 mm 6.5 mm 32.5mm
FHSMD050828 0.8x2.8 mm 6.5 mm 32.5mm
FHSMD050548 0.5x4.8 mm 6.5 mm 32.5mm
FHSMD050848 0.8x4.8 mm 6.7 mm 32.7 mm
FHSMD050864 0.8x6.4mm 7.7mm 33.7mm
FHSMD150548 0.5x4.8 mm 6.5 mm 32.5mm
FHSMD150848 0.8x4.8mm 6.7 mm 32.7 mm
FHSMD150864 0.8 x6.4 mm 7.7 mm 33.7 mm
FHSMD400548 0.5x4.8 mm 6.5 mm 34.5mm
FHSMD400848 0.8x4.8 mm 6.7 mm 34.7 mm
FHSMD400864 0.8x6.4 mm 7.7mm 35.7 mm

Fully Heat Shrink

Female Disconnector

Insulation Material - HDPE
Terminal Material - Brass
Temperature rating - 150°C max.
Wire Range -

Red: 22-16 A.W.G /0.5-1.5mm?
Blue: 16-14 AW.G/1.5-2.5mm?
Yellow: 12-10 A.W.G / 4.0-6.0mm?

FHSFD050528 0.5x2.8 mm 6.5 mm 32.5mm
FHSFD050828 0.8x2.8 mm 6.5 mm 32.5mm
FHSFD050548 0.5x4.8 mm 6.4 mm 32.4 mm
FHSFD050848 0.8x4.8 mm 6.4 mm 32.4 mm
FHSFD050552 0.5x5.2mm 5.8 mm 31.8 mm
FHSFD050852 0.8x5.2mm 5.8 mm 31.8 mm
FHSFD050864 0.8x6.4mm 7.5mm 33.5mm
FHSFD050880 0.8x8.0 mm 10 mm 36 mm

FHSFD150528 0.5x2.8 mm 6.5 mm 32.5mm
FHSFD150828 0.8x2.8 mm 6.5 mm 32.5mm
FHSFD150548 0.5x4.8 mm 6.4 mm 32.4 mm
FHSFD150848 0.8x4.8 mm 6.4 mm 32.4 mm
FHSFD150552 0.5x5.2mm 5.8 mm 31.8 mm
FHSFD150852 0.8x5.2mm 5.8 mm 31.8 mm
FHSFD150864 0.8x6.4 mm 7.5mm 33.5mm
FHSFD150880 0.8x8.0 mm 10 mm 36 mm

FHSFD151294 1.2x9.4mm 12 mm 38 mm

FHSFD400528 0.5x2.8 mm 6.5 mm 34.5mm
FHSFD400828 0.8x2.8 mm 6.5 mm 34.5mm
FHSFD400548 0.5x4.8 mm 6.5 mm 34.5mm
FHSFD400848 0.8x4.8 mm 6.5 mm 34.5mm
FHSFD400864 0.8x6.4 mm 7.5 mm 35.5mm
FHSFD401294 1.2x9.4mm 12 mm 40 mm

Heat shrink Insulated

Red
Red
Red
Red
Red
Blue
Blue
Blue
Yellow
Yellow
Yellow

Red
Red
Red
Red
Red
Red
Red
Red
Blue
Blue
Blue
Blue
Blue
Blue
Blue
Blue
Blue
Yellow
Yellow
Yellow
Yellow
Yellow
Yellow

Bullet Male/Female Disconnector

Insulation Material - HDPE
Terminal Material - Brass
Temperature rating - 150°C maxt

Wire Range -
Red: 22-16 A.W.G / 0.5-1.5mm? )
Blue: 16-14 A.W.G / 1.5-2.5mm?
Yellow: 12-10 A.W.G / 4.0-6.0mm?

HSMB054085 M 8.5 mm 20.5 mm
HSMB154085 M 8.5 mm 21.5mm
HSMB155090 M 9mm 22 mm
HSMB405090 M 9mm 26 mm
FHSBF053970 F 7 mm 22 mm
FHSBF153972 F 7 mm 23 mm
FHSBF154969 F 7.3mm 23.5mm
FHSBF404969 F 7.3 mm 24 mm

Yellow
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GSUGO

Insulated Cord End Sleeve

Insulated Cord End Sleev

(Cable Ferrules)

! - l d‘Zd"l D
< | .
' ' g | H
e ® & ‘
WIRE RANGE Dimension (MM) COLOR Code
mm? L H c L d1e d2e¢ Do ColorsF  ColorsD
CF0250610N 4.00 6.00 10.0 0.75 1.10 1.90
0.25mm* .t 0250812N 4.00 8.00 12.0 0.75 1.10 1.90 R | CHT BLUE
— CF0340610N 4.00 6.00 10.0 0.80 1.10 1.90
0.34mm*  Cr0340812N 4.00 8.00 12.0 0.80 1.10 1.90 PINK  EECESE
CF0500612N 6.00 6.00 12.0 1.00 1.30 2.60
0.5mm*>  CF0500814N 6.00 8.00 14.0 1.00 1.30 2.60 WHITE | ORANGE
CF0501016N 6.00 10.0 16.0 1.00 1.30 2.60
CF0750612N 6.00 6.00 12.0 1.20 1.50 2.80
. CFO750814N 6.00 8.00 14.0 1.20 1.50 2.80
0.75mm* e 0751016N 6.00 10.0 16.0 1.20 1.50 2.80 WHITE
CF0751218N 6.00 12.0 18.0 1.20 1.50 2.80
CF1000612N 6.00 6.00 12.0 1.40 1.70 3.00
, CF1000814N 6.00 8.00 14.0 1.40 1.70 3.00
1.0mm CF1001016N 6.00 10.0 16.0 1.40 1.70 3.00 YELLOW
CF1001218N 6.00 12.0 18.0 1.40 1.70 3.00
CF1500814N 6.00 8.00 14.0 1.70 2.00 3.50
sz CF1501016N 6.00 10.0 16.0 1.70 2.00 3.50 A
CF1501218N 6.00 12.0 18.0 1.70 2.00 3.50
CF1501824N 6.00 18.0 24.0 1.70 2.00 3.50
CF2500814N 6.00 8.00 14.0 2.20 2.60 4.20
. CF2501016N 6.00 10.0 16.0 2.20 2.60 4.20
2.5mm* - oer501218N 6.00 12.0 18.0 2.20 2.60 4.20 GREY
CF2501824N 6.00 18.0 24.0 2.20 2.60 4.20
CF4001019N 9.00 10.0 19.0 2.80 3.20 4.80
40mm>  CF4001220N 8.00 12.0 20.0 2.80 3.20 480 | ORANGE | GREY
CF4001826N 8.00 18.0 26.0 2.80 3.20 4.80
somme _ CF6001220N 8.00 12.0 20.0 3.50 3.90 6.30 y
CF6001826N 8.00 18.0 26.0 3.50 3.90 6.30
— CF1011222N 10.0 12.0 22.0 4.50 4.90 7.60
10.0mm* - oe1011828N 10.0 18.0 28.0 4.50 4.90 7.60 IVORY
J5omme | CF2511628N 12.0 16.0 28.0 7.30 7.90 1.2 y
CF2511635N 9.0 16.0 35.0 7.30 7.90 1.2
CF3511630N 14.0 16.0 30.0 8.30 8.70 12.7
35.0mm?  CF3511832N 14.0 18.0 32.0 8.30 8.70 12.7 BEIGE
CF3512539N 14.0 25.0 30,0 8.30 8.70 12.7
CF5012036N 16.0 20.0 36.0 103 10.9 15.0
S0.0mm* e e12540N 15.0 25.0 40.0 10.3 10.9 15.0 Sl
70.0mm?  CF7012137N 16.0 21.0 37.0 13.5 14.3 16.0 YELLOW
95.0mm?  CF9512544N 19.0 25.0 44.0 14.7 15.6 18.0
120.0mm*  CF1222748N 21.0 27.0 48.0 16.7 17.7 20.0
150.0mm?  CF1523258N 26.0 32.0 58.0 19.5 20.6 23.0 YELLOW
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Cord End Sleeve

Insulated Cord End Sleev

Twin le Ferrules)
1 L |
AAAAAN
d‘1d‘2 D
\
i
? ﬂ
YYY X |
WIRE RANGE Part Dimension (MM) COLOR Code
art no.
mm? H c L d1g d2g Do Colors F Colors D
2x 0.5mm? TCF0500815 7.00 8.00 15.0 1.5 1.8 5.00 WHITE ORANGE
TCF0750815 7.00 8.00 15.0 1.8 21 5.50
2 x 0.75mm?
TCF0751017 7.00 10.0 17.0 1.8 2.1 5.50
TCF1000815 7.00 8.00 15.0 2.0 2.3 5.50
2 x 1.0mm?
TCF1001017 7.00 10.0 17.0 2.0 2.3 5.50
TCF1500816 8.00 8.00 16.0 2.3 2.6 6.40
2 x 1.5mm?
TCF1501220 8.00 12.0 20.0 2.3 2.6 6.40
TCF2501019 8.50 10.0 18.5 2.9 3.3 8.00
2 X 2.5mm?
TCF2501322 8.50 13.0 21.5 2.9 3.3 8.00
2x 4.0mm?  TCF4001223 11.0 12.0 23.0 3.8 4.2 8.80
2x6.0mm? TCF6001426 12.0 14.0 26.0 4.9 5.3 9.50
2x 10.0mm?  TCF1011427 12.5 14.0 26.5 6.5 6.9 12.6
2x 16.0mm?> TCF1611432 17.5 14.0 31.5 8.3 8.7 19.0
Non-Insulated
Cable Ferrules
L
I T ]
di d2 D
‘ |
Part-no. Wire size Wire size L od1 2d2 oD
CNO050060 0.5 mm?2 6 mm 1 mm 1.3mm 2.1mm Cn101120 10 mm?2 12 mm 45mm 4.9mm 58mm
CNO050080 0.5 mm?2 8 mm 1 mm 1.3mm 2.1mm CN101150 10 mm?2 15 mm 45mm 4.9mm 5.8mm
CNO050100 0.5 mm? 10 mm 1 mm 1.3mm 2.1mm CN101180 10 mm?2 18mm 45mm 4.9mm 5.8mm
CNO075060 0.75 mm? 6 mm 17.2mm 1.5mm 2.3mm CN161120 16 mm?2 12 mm 58mm 6.2mm 7.5mm
CNO075080 0.75 mm? 8 mm 1.2mm 1.5mm 2.3mm CN161150 16 mm? 15 mm 58mm 6.2mm 7.5mm
CNO075100 0.75 mm? 10 mm 1.2mm 1.5mm 2.3mm CN161180 16 mm?2 18 mm 58mm 6.2mm 7.5mm
CN100060 1.0 mm? 6 mm 17.4mm 1.7mm 2.5mm CN251150 25 mm? 15 mm 7.3 mm 7.7mm 9.5mm
CN100080 1.0 mm?2 8 mm 14mm 1.7mm 2.5mm CN251160 25 mm? 16 mm 7.3mm 7.7mm 9.5mm
CN100100 1.0 mm?2 10 mm 1.4mm 1.7mm 25mm CN251180 25 mm? 18 mm 7.3mm 7.7mm 9.5mm
CN100120 1.0 mm?2 12 mm 1.4mm 1.7mm 2.5mm CN251250 25 mm?2 25 mm 7.3mm 7.7mm 9.5mm
CN150070 1.5 mm? 7 mm 1.7mm 2.0mm 2.8mm CN351160 35 mm? 16 mm 8.3 mm 8.7mm 11 mm
CN150080 1.5 mm?2 8 mm 1.7mm 2.0mm 2.8mm CN351190 35 mm? 19 mm 83mm 8.7mm 11 mm
CN150100 1.5 mm?2 10 mm 1.7mm 2.0mm 2.8mm CN351200 35 mm? 20 mm 83mm 8.7mm 11mm
CN150120 1.5 mm? 12 mm 1.7mm 2.0mm 2.8mm CN351250 35 mm?2 25 mm 8.3mm 8.7mm 11 mm
CN250070 2.5 mm? 7mm 22mm 2.5mm 3.4mm CN501190 50 mm? 19 mm 10.3mm 10.9mm 13 mm
CN250080 2.5 mm? 8 mm 22mm 2.5mm 3.4mm CN501200 50 mm? 20 mm 10.3mm 10.9mm 13 mm
CN250100 2.5 mm? 10 mm 22mm 2.5mm 3.4mm CN501250 50 mm? 25 mm 10.3mm 10.9mm 13 mm
CN250120 2.5 mm? 12 mm 22mm 2.5mm 3.4mm CN701220 70 mm?2 22 mm 13.5mm 14.3mm 15.3 mm
CN400080 4.0 mm? 8 mm 2.8mm 3.2mm 4.0mm CN701250 70 mm? 25 mm 13.5mm 14.3mm 15.3 mm
CN400090 4.0 mm? 9 mm 28mm 3.2mm 4.0mm CN951250 95 mm? 25 mm 14.7mm 15.5mm 16.6 mm
CN400100 4.0 mm?2 10 mm 2.8mm 3.2mm 4.0mm CN951320 95 mm? 32 mm 14.7mm 15.5mm 16.6 mm
CN400120 4.0 mm?2 12 mm 2.8mm 3.2mm 4.0mm CN122300 120 mm? 30 mm 16.7mm 17.6 mm 18.6 mm
CN400150 4.0 mm? 15mm 2.8mm 3.2mm 4.0mm CN122320 120 mm?2 32 mm 16.7mm 17.6 mm 18.6 mm
CN400180 4.0 mm? 18mm 2.8mm 3.2mm 4.0mm CN122340 120 mm? 34 mm 16.7mm 17.6 mm 18.6 mm
CN600100 6.0 mm?2 10 mm 3.5mm 3.9mm 4.7mm CN152320 150 mm?2 32 mm 19.5mm 20.5mm 21.5mm
CN600120 6.0 mm?2 12 mm 3.5mm 3.9mm 4.7mm CN152380 150 mm? 38 mm 19.5mm 20.5mm 21.5mm
CN600150 6.0 mm?2 15 mm 3.5mm 3.9mm 4.7mm
CN600180 6.0 mm?2 18 mm 3.5mm 3.9mm 4.7mm
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Butt Splice Connectors

Butt Splice Connector

Vinyl Insulated

Butt Splice Connector

Insulation Material - Vinyl (PVC)
Terminal Material - Copper
Terminal Thickness - 1.0mm
Temperature rating - 75°C max.

BSN0525
BSN1525
BSN4026
BSN8036
BSN1445
BSN2253
BSN3855

Insulation Material - Nylon (PA)
Terminal Material - Copper

Terminal Thickness - 1.0mm y
Temperature rating - 105°C max.¢

Nylon Insulated

Butt Splice Connector

4.5mm
6.5 mm
8.5mm
10.5 mm
12.4 mm
15.5mm

24.5 mm
24.5 mm
26 mm
35.5mm
45 mm
52 mm
55 mm

Red
Blue
Yellow
Red
Blue
Yellow
Red

connected

heating

Seal Heat Shrink Insulated
Butt Terminal Connector

sealed

BSV0525 0.5-1.5mm? 1.7 mm 4 mm 24.5mm Red
BSV1525 1.5-2.5mm? 2.3 mm 4.5mm 24.5mm Blue
BSV4026 4.0-6.0mm? 3.4 mm 6.5 mm 26 mm Yellow
BSV8036 8.0 mm? 4.5mm 8.5mm 35.5mm Red
BSV1445 14 mm? 5.9 mm 10.5mm 45 mm Blue
BSV2253 22 mm? 7.8 mm 124 mm 52mm Yellow
BSV3855 38 mm? 9.5 mm 15.5mm 55 mm Red
Non- Insulated N @

Butt Splice

Terminal

Wh

i —
|

Parallel Splice

Material - Copper
Plating - Tin L
Temperature rating - 150°C max. e
BS058017 0.5-1.5mm2? 1.7 mm 3.3 mm 8 mm
BS158023 1.5-2.5mm2 2.3 mm 4 mm 8 mm
BS408534 4.0-6.0mm2 3.4 mm 5.5mm 8.5 mm
BS1009545 10 mm?2 4.5mm 7 mm 9.5 mm
BS1601158 16 mm? 5.8 mm 8.9 mm 11 mm
BS2501477 25 mm?2 7.7 mm 11.3 mm 13.5mm
BS3501794 35 mm? 9.4 mm 13.2mm 16.5 mm
BS5001912 50 mm? 11.4 mm 15.4 mm 19 mm
BS7001914 70 mm? 13.3mm 17.5 mm 19 mm
BS9502015 95 mm? 14.5 mm 19.4 mm 19.5 mm
BS12002017 120 mm? 16.4 mm 22 mm 20 mm
BS15002720 150 mm? 19.5 mm 26.4 mm 27 mm
BS18502922 185 mm? 21.2mm 28.5mm 28.5mm
BS24003224 240 mm? 24 mm 32.2mm 32 mm
BS30003728 300 mm? 28 mm 37 mm 37 mm
Non- Insulated @
A3 % % -

Terminal

Material - Copper

RAMY

NS

Adhesive Lined Heat shrink Sleeve
Shrinking Ratio: 3:1
Insulation Material - HDPE
Terminal Material - Copper
Terminal Thickness - 1.0mm
Temperature rating - 150°C max.
Wire Range -

Clear:22-16 A.W.G/0.5-1.5mm
Red:22-16 A.W.G/0.5-1.5mm?
Blue:16-14 A.W.G / 1.5-2.5mm? ko
Yellow:12-10 A.W.G / 4.0-6.0mm?

HSB0534TR %g, 1.7 mm 4 mm 33.3mm Clear
HSB0534 1.7 mm 4 mm 33.3mm Red
HSB1535 2.3 mm 5.5 mm 34.3 mm Blue
HSB4041 3.4 mm 6.4 mm 41 mm Yellow

Sealed Solder Heat Shrink Splice
Insulated Terminal Connector

The Solder Heat Shrink Splice designed for connection of wires, soldered,
insulated and sealed in one step, and does not require any crimp tool.

Plating - Tin

Temperature rating - 105°C max.

PS058017 0.5-1.5mm2? 1.7 mm 3.3 mm 8 mm

PS158023 1.5-2.5mm2 2.3 mm 4 mm 8 mm

PS408534 4.0-6.0mm? 3.4 mm 5.5mm 8.5 mm

PS1009545 10 mm?2 4.5mm 7 mm 9.5 mm

PC1601158 16 mm? 5.8 mm 8.9 mm 11 mm Low Temperature [
PS2501477 25 mm?2 7.7 mm 11.3 mm 13.5mm solder ring

PS3501794 35 mm?2 9.4 mm 13.2mm 16.5 mm

PS5001912 50 mm? 11.4 mm 15.4 mm 19 mm color code eat shrink

PS7001924 70 mm? 13.3 mm 17.5 mm 19 mm insulating sleeve 0
PS9502015 95 mm? 14.5 mm 19.4 mm 19.5 mm

PS12002017 120 mm? 16.4 mm 22 mm 20 mm JFST-1-W 2 mm 1.8 mm 25mm  White
PS15002720 150 mm? 19.5 mm 26.4 mm 27 mm JFST-2-R 3.2mm 2.9 mm 40 mm Red
PS18502922 185 mm? 21.2mm 28.5mm 28.5mm JFST-3-B 5mm 4.6 mm 40 mm Blue
PS24003224 240 mm? 24 mm 32.2mm 32 mm JFST-4-Y 6.5 mm 6.2 mm 40 mm Yellow
PS30003728 300 mm? 28 mm 37 mm 37 mm
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Insulated Splicing Connectors

Insulated Spring

Insert Screw-on
Connector

Insulation Material - PA
Spring Material - Copper

Temperature rating - 105°C max.

WNSP1GY Grey 1x0.75mm? 2x1.5mm?
w/ 1x0.5mm?

WNSP2BL Blue 3x0.75mm?2 3x1.5mm?
WNSP3OR Orange 3x0.75mm? 3x1.5mm?

w/ 1x1mm?
WNSP4YL Yellow 1x0.25mm? 4x2.5mm?2 w/

w/ 1x0.75mm? 1x0.75mm?2

WNSP6RD Red 2x0.25mm? 4x6mm?

w/ 2x4mm?
Winged Type
Insulation Material - PA
Terminal Material - Copper
Temperature rating - 75°C max.
Wire Range - 16-14 A.W.G/ 1.5-2.5mm?*
WNSPL1YL Yellow 2x18mm?2 3x12mm?
WNSPL2RD Red 2x14mm?2 4x10mm?2
Lock Joint Connector

s 6 @ ‘®
v ‘ N
C b
7

15.4

&
4
——

LJWCO1 1.52 mm 0.4-0.7mm (==
LIWCO2 1.52 mm 0.4-0.7 mm G==
LJWCO03 1.67 mm 0.4-0.9mm E==3
LJwCo4 1.67 mm 0.4-0.9mm ==
LJWCO5 1.27 mm 0.4-0.7 mm *@:‘
LJWCO06 2.3mm 1.2 mm @:;
LJWCo07 2.0-3.3mm 1.2-1.5mm ==
LJWCO08 1.27 mm 0.32-0.7 mm =
Wire End Cap

Yo,
Insulatlon Materlal - Nylon
Terminal Matarial - Copper / Alu.
Temperature rating - 105°C max.
CT2818 2.8 mm 9mm 18 mm 1.25 mm?2
CT3021 3mm 9.5 mm 21 mm 2 mm?
CT4023 4 mm 10.5 mm 22.5mm 4 mm?2
CT4824 4.8 mm 12 mm 24 mm 8 mm?2
CT5526 5.5mm 13 mm 25.5mm 10 mm?2
CT6026 6 mm 14 mm 25.5mm 13 mm?2
CT7830 7.8 mm 15.5mm 29.5mm 16 mm?

Insulated Splicing Connector

Quick Splice Connector

se“ 's“,"ppl\ng

Insulation Material - PP
Terminal Material - Brass !

FS2026RD 20 x 26 mm
FS2026WT 20 x 26 mm
FS2026BL 20 x 26 mm
FS2126YL 21x26 mm

Quick Splice

Connector

Insulation Material - PP
Terminal Material - Brass

FS1038RD 10x38 mm 0.5-1.5mm? Red €
FS1038BL 10x38 mm 1.5-2.5mm? Blue —
FS1038YL 10x38 mm 4.0-6.0 mm? Yellow

Quick Splicing Connector

910012 29x9.5x
11.3 mm

910001 33.4x12.4x 0.75-1.
11.3 mm e

910016 44.4x16x
16 mm =

910017 24 x27.2x
11.3 mm

910018 24 x27.2x
11.3 mm

910019 24 x14x11.3 mm 1.5-2.5 mm?
i

-3

910020 44.4x23.3x 1.5-2.5 mm?

16 mm E

910035 24x21.9x 1.5-2.5 mm?
11.3 mm

910037 20x15.5x
12.3 mm

910050 18.4x29.4x
9.8 mm
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HONG KONG OFFICE

SUGO INDUSTRIAL COMPANY LIMITED

UNIT K, FLOOR 22, No.55 KING YIP STREET,

KWUN TONG, KWLOON, HONG KONG SAR

TEL: +852 2790 1280

FAX:+852 2389 0688

E-MAIL:sales@sugo.com.hk

AUSTRALIA OFFICE

SUGO INTERNATIONAL PTY. LIMITED

KRA-MAR HOUSE, SUITE 102, 21-23 BELMORE ST.,
2134 BURWOOD, SYDNEY, NSW, AUSTRALIA

TEL: +61 02 83850076

E-MAIL:sales@sugo-au.com

CHINA MAINLAND FACTORY

SUYO PLASTIC AND ELECTRONIC MANUFACTORY
NO.6 GUANGKOU ROAD, SHANSHAVILLAGE,
HENGLI TOWN, DONGGUAN CITY, GUANGDONG, CHINA
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